
NOTICE
D’UTILISATION ET 
D’INSTALLATION

TÉLÉCOMMANDE 
DIGITALE 
INFRAROUGE
BXERCIRDIMHA
BXERCIRDIMHGA

NOMENCLATURE

x2 x2

x1

x2

x1

Vis Chevilles

Support mural

Piles 1.5V LR6

Télécommande

1ÈRE MISE EN SERVICE
-

rière de la télécommande
La température de la pièce 

-
-

nement.

INSTALLATION DE LA 
TÉLÉCOMMANDE 

FIXATION MURALE

2-  Glissez la télécommande 
dans le socle. 

1-  Fixez le socle au mur 
(entraxe de 57 mm).

FONCTIONNEMENT

UTILISATION

SYNOPTIQUE

Note : les touches   et 

-
cun obstacle entre la télé-
commande et le récepteur 

perturber la transmission.

Fenêtre de 

infrarouge

REMPLACEMENT DES PILES

LR06 Alcaline uniquement.
 

1

2
insérez les nouvelles piles 
dans la télécommande. 
Toute inversion de polarité 

pour autant endommager le 
produit.

3

récepteur infrarouge pouvant perturber la transmission.
-  Orientez la télécommande vers le récepteur infrarouge (voir 

.
- Rapprochez la télécommande du récepteur infrarouge.

Environnement :

Constructeur

 Nous déclarons sous notre 
-

-

-
sources naturelles.

CARACTÉRISTIQUES 
TECHNIQUES

QUE FAIRE EN CAS DE 
PROBLÈMES
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Réglage de la température de consigne 
souhaitée et de la durée du boost

É
Hors-gel

57mm



INSTALLATION AND 
OPERATING

INSTRUCTIONS 
INFRARED DIGITAL 
REMOTE CONTROL
BXERCIRDIMHA
BXERCIRDIMHGA

PACK CONTAINS

x2 x2

x1

x2

x1

ScrewsAnchors

Wall mountRemote control

FIRST COMMISSIONING

at the back of the remote 
control.

Ambient temperature is dis-

is on.

INSTALLING THE 
REMOTE CONTROL

WALL MOUNTING

OPERATING

USING

OVERVIEW

Note:   and  have the same features 

Please refer to its user guide. 

REPLACING BATTERIES

mode of use.

1
located at the back of the 
remote control.

2

in the remote control.Please 

3
and screw back on the remote 
control.

-  Check there is no obstacle between the remote control and the in-
frared receiver to disturb the transmission. 

(see Using).
-   Bring the remote control closer to the infrared receiver.

Environment 

Manufactured by: 

Compliance statement:
-

-
-
-

-

natural resources.

TECHNICAL 
SPECIFICATIONS

TROUBLESHOOTING
ENG

the device.
Check that there is no obs-
tacle between the remote 
control and the infrared re-
ceiver to disturb the trans-
mission.

infrared 
receiving 
window2-  Slide the remote control in 

the base. 
1-  Fix the base into the wall 

(centre distance of 57mm).

57mm


